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8534 Series | Scoop Proof Fire Wall Connector

 Plug

Note: All dimensions are in millimeters (mm)

 Square Flange Receptacle

Dimensions

Master Key

Ø
B

Ø
A

Th
re

ad

32.52 Max4.83/3.30

Th
re

ad

Ø
C

A

B

Master key
4.83/3.30

1.83/1.32 18.49/17.98

32.27 Max

Shell size 14 16 18 20 22 24

Thread
Class 2A

0.875-20
UNEF 2A

1.000-20
UNEF 2A

1.0625-18
UNEF 2A

1.1875-18
UNEF 2A

1.3125-18
UNEF 2A

1.4375-18
UNEF 2A

ØA Max 31.24 34.42 37.34 41.91 44.07 47.24

ØB Max 19.43 22.66 25.35 28.52 31.70 34.87

Shell size 14 16 18 20 22 24

A±0.13 28.56 31.75 34.11 36.50 39.67 43.26

B 23.01 24.61 26.97 29.36 31.75 34.92

Thread
Class 2A

0.875-20
UNEF 2A

1.000-20
UNEF 2A

1.0625-18
UNEF 2A

1.1875-18
UNEF 2A

1.3125-18
UNEF 2A

1.4375-18
UNEF 2A

ØC Max 16.89 20.07 22.07 25.25 28.42 31.60
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8534 Series | Scoop Proof Fire Wall Connector

 Panel Cut Out

Note: All dimensions are in millimeters (mm)

ØA

ØC
B

B

3.18

3.18

Shell size A min B C

14 24.90 23.01

3.20

16 28.30 24.61

18 31.10 26.97

20 34.50 39.36

22 37.50 31.75

24 40.60 34.92 3.80

Connector weights

Mass max. (g) less contact

Shell
size

Plug with
grounding spring

Plug without
grounding spring

Receptacle
Square flange

14 62 59 40

16 72 67 51

18 82 78 61

20 104 100 79

22 112 108 88

24 124 120 98

Mass of crimp contacts

Contact 
size

Mass (g)

Pin Socket

20 0.24 0.29

16 0.53 0.59

For further information contact us at technical.emear@souriau.com (Europe - Asia - Africa)
technical.americas@souriau.com (North America)

or visit our web site www.souriau.com


